
Fig. # Description M/M Part # V/B Part # BFS Part # Thread Pipe or hose siz Notes
1 1/4 BSP compression fittng elbow, single piece 375-038 1/4 BSP 5/16 OD Pipe Use Code 2
2 1/4 BSP compression fittng elbow, three piece - Elbow 3-2029 1/4 BSP 5/16 OD Pipe Use Code 2

                                                                              Olive   12-2717 5/16 OD Pipe Use Code 2
                                                                              Nut 12-8252 1/4 BSP Use Code 2

3 1/4 BSP Banjo fitting, single 378-120 12-6828 AUC 1833 1/4 BSP 5/16 OD Pipe Use Code 1
4 1/4 BSP Banjo fitting, double 370-140 3-5618 AUC 1832 1/4 BSP 5/16 OD Pipe Use Code 6
5 Solder Banjo fiting, single AUC 2695 5/16 OD Pipe Use Code 6
6 Solder Banjo fiting, double AUC 2699 5/16 OD Pipe Use Code 6
7 Barb Banjo fitting, single - 5/16 Steel 378-125 AUC 8398 5/16 ID Hose Use Code 1

                                        - 5/16 Brass AUC 8398D 5/16 ID Hose Use Code 1
                                        - 1/4 Brass AUC 8398C 1/4 ID Hose Use Code 1

8 Banjo bolt 370-350 12-3651 AUC 2698 3/8 BSP Use Code 1
9 Union (double female compression fitting) 376-300 1/4 BSP 5/16 OD Pipe
10 Union serving as female end on pipe 376-300 1/4 BSP 5/16 OD Pipe Pipe soldered in one end
11 Male compression end for pipe - Nipple 376-415 1/4 BSP 5/16 OD Pipe Soldered on end of pipe

                                                   - Nut 376-405 1/4 BSP 5/16 OD Pipe

12 Inlet fitting 1/4 BSP - 1/4 compression 3-5515 AUA 887 1/4 BSP 5/16 OD Pipe Use Code 2
13 Outlet fitting 7/8 - 20 BSB - 1/4 compression fitting 3-5502 AUA 1424 1/4 BSP 5/16 OD Pipe Use Code 2
14 Outlet fitting 7/8 - 20 BSB - 1/4 barb AUA1422 1/4 Barb 1/4 ID Hose Use Code 3
15 Inlet/Outlet fitting 3/8 BSP - 1/4 compression AUB 655B 1/4 BSP 5/16 OD Pipe Use Code 1

16 & 17 Inlet/Outlet fitting 3/8 BSP - 5/16 barb 5/16 Hose Use Code 1
18 11/16 - 20 BSB 5/16 OD Pipe Use Code 4

11/16 - 20 BSB 5/16 OD Pipe Use Code 4
19 9/16 - 20 BSB 5/16 OD Pipe Use Code 5

9/16 - 20 BSB 5/16 OD Pipe Use Code 5
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FUEL LINE FITTINGS

Use Codes
Used On 

All AUF 300/AZX 1300 series and LCS SU fuel pumps using banjo fittings and on H type SU carburetor float bowls

Miscellaneous Inlet and Outlet Fittings For Fuel Pumps

5/16 Spherical fitting - Nut P/N                              Available from Fiennes Restoration           
                                 - Olive P/N                            Available from Fiennes Restoration
5/16 Spherical fitting - Nut, short P/N TPF030NF Availlable from Fiennes Restoration

Used on H type SU carburetor float bowls

FITTING PICTURES

Source unknown

All L Type, low pressure and high pressure SU fuel pumps with compression fitting on outlet,  AUA 25, AUA 150, etc.
L Type pumps with barb fitting on outlet, AUA 66, etc.
Inlet & outlet fittings on AUA 8 SU fuel pump for use in pre war Rolls Royce
Inlet & outlet fittings on AUA 8 SU fuel pump for use in pre war Bentley

                                  - Olive P/N  P/N TPF 133    Available from Fiennes Restoration
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